
Tapered roller bearings, single row, inch bearings
Product information Tolerances  , see also   text

Recommended fits

Shaft and housing tolerances

Principal dimensions Basic load ratings Fatigue Speed ratings Mass Designation
dynamic static load Reference Limiting

limit speed speed

d D T C C0 Pu

mm kN kN r/min kg -

61,912 146,05 41,275 198 236 29 3200 4500 3,20 H 913843/810/QCL7C

63,5 112,712 30,162 123 183 21,2 4300 6300 1,25 3982/3920

65,088 135,755 53,975 286 400 46,5 3800 5600 3,70 6379/K-6320/Q

66,675 112,712 30,162 142 204 24 4300 6300 1,20 39590/39520/Q

66,675 112,712 30,162 123 183 21,2 4300 6000 1,15 3984/2/3920/2/Q

66,675 119,985 32,75 142 204 24 4300 6300 1,20 39590/39528/Q

66,675 135,755 53,975 286 400 46,5 3800 5600 3,65 6386/K-6320/Q

69,85 112,712 25,4 99 156 17,6 4000 6000 0,97 29675/29620/3/Q

69,85 120 29,795 132 186 21,6 4000 6000 1,35 482/472/Q

69,85 120 32,545 154 228 26,5 4000 6000 1,50 47487/47420

69,85 120 32,545 154 228 26,5 4000 6000 1,50 47487/47420 A/Q

69,85 127 36,512 176 255 30,5 3800 5600 1,90 566/563/Q

71,438 117,475 30,162 123 190 22 4000 6000 1,25 33281/33462/Q

71,438 136,525 41,275 224 290 34 3600 5300 2,65 H 414249/210/Q

73,025 112,712 25,4 99 156 17,6 4000 6000 0,89 29685/2/29620/3/Q

73,025 117,475 30,162 123 190 22 4000 6000 1,20 33287/33462/Q

73,025 127 36,512 176 255 30,5 3800 5600 1,80 567/563

76,2 109,538 19,05 58,3 102 11 4000 6000 0,60 L 814749/710/QCL7C

76,2 127 30,126 138 204 24 3800 5300 1,90 42687/42620

76,2 133,35 33,338 165 260 30 3400 5000 1,90 47678/47620/Q

76,2 139,992 36,512 187 280 32,5 3400 5000 2,45 575/572/Q

76,2 161,925 49,212 260 335 38 2800 4000 4,40 9285/9220/CL7C

82,55 139,992 36,512 187 280 32,5 3400 5000 2,20 580/572/Q

85,725 146,05 41,275 220 320 35,5 3200 4800 2,80 665/653/Q

88,9 152,4 39,688 194 305 34,5 3000 4500 2,80 593/592 A/Q


