
Deep groove ball bearings, single row, unsealed
Product information Tolerances , see also  text

Radial internal clearance , see also  text

Recommended fits

Shaft and housing tolerances

Principal dimensions Basic load ratings Fatigue Speed ratings Mass Designation
dynamic static load Reference Limiting

limit speed speed

d D B C C0 Pu

mm kN kN r/min kg -

95 145 24 63,7 54 2,08 9500 6000 1,20 6019 *

95 170 32 114 81,5 3 8000 5000 2,60 6219 *

95 200 45 159 118 4,15 7000 4500 5,65 6319 *

100 125 13 19,9 24 0,95 10000 6300 0,31 61820

100 140 20 42,3 41 1,63 9500 6000 0,83 61920

100 150 16 46,2 44 1,73 9500 5600 0,91 16020 *

100 150 24 63,7 54 2,04 9500 5600 1,25 6020 *

100 180 34 127 93 3,35 7500 4800 3,15 6220 *

100 215 47 174 140 4,75 6700 4300 7,00 6320

105 130 13 20,8 19,6 1 10000 6300 0,32 61821

105 145 20 44,2 44 1,7 9500 5600 0,87 61921

105 160 18 54 51 1,86 8500 5300 1,20 16021 *

105 160 26 76,1 65,5 2,4 8500 5300 1,60 6021 *

105 190 36 140 104 3,65 7000 4500 3,70 6221 *

105 225 49 182 153 5,1 6300 4000 8,25 6321

110 140 16 28,1 26 1,25 9500 5600 0,60 61822

110 150 20 43,6 45 1,66 9000 5600 0,90 61922

110 170 19 60,2 57 2,04 8000 5000 1,45 16022 *

110 170 28 85,2 73,5 2,4 8000 5000 1,95 6022 *

110 200 38 151 118 4 6700 4300 4,35 6222 *

110 240 50 203 180 5,7 6000 3800 9,55 6322

120 150 16 29,1 28 1,29 8500 5300 0,65 61824

120 165 22 55,3 57 2,04 8000 5000 1,20 61924

120 180 19 63,7 64 2,2 7500 4800 1,60 16024 *

120 180 28 88,4 80 2,75 7500 4800 2,05 6024 *


